
Partial fill insulation
to be secured firmly
against the innerleaf
of the cavity wall
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DETAIL RS1.05

Partial fill Cavity Wall
U-Values vary, see appendix D of
TGD part L 2011.

Roadstone Thermal Liteblock
infill between joists.

Roadstone Thermal Liteblock
infill between joists.

All Blocks (Including Thermal
Liteblocks) to be minimum
7.5N in accordance with TGD
Part A 2012)

Joist Hanger, Strapping and Bracing
to Structural Engineers Specification

440 x 215 x 100 Roadstone
Standard Blocks
440 x 215 x 100 Roadstone
Thermal Liteblock

440 x 215 x 100 Roadstone
Standard Blocks
440 x 215 x 100 Roadstone
Thermal Liteblock

Continue cavity wall insulation across
floor abutment zone

See  TGD B for fire cavity barrier
requirements. (Fire cavity barrier not
included in Psi-Value Calculation)

Partial fill insulation
to be secured firmly
against the innerleaf
of the cavity wall

Continue cavity wall insulation across
floor abutment zone

See  TGD B for fire cavity barrier
requirements. (Fire cavity barrier not
included in Psi-Value Calculation)

JOISTS PARALLEL

DETAIL RS1.05a
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SCALE: NTS
TO BE READ IN CONJUNCTION
WITH Y-VALUE CALCULATION

Line of Air Barrier;
Refer to ACD's for the barrier
checklist and ensure requirements
are met

Line of Air Barrier;
Refer to ACD's for the barrier
checklist and ensure requirements
are met

Roadstone Custom Psi values
Roadstone

TLB
Psi (Ψ)
Value

Part L
 (Ψ)

-0.001

0.020

As modelled by NSAI registered Thermal
Modellers:

All options pass fRsi assessment,
no surface condensation predicted

0.18

0.15

U Value
Range
(W/m2K)

-0.005

-0.001

50


